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1. Product Description:

Backing Pad for Sanding Discs with
AULTRAGRIP® backing system
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1. Application

« Backing pad for mounting 6" hook-and-loop sanding
discs.

« Its design provides vibration-free operation and improved
surface finishes.

- Thin-face backing pad, ideal for coarse-grit sanding
applications.

2. Operating instructions

« For use with a random orbital sander.

« Mount the backing pad on the machine.

. Attach the hook-and-loop sanding disc to the backing
pad.

« Proceed with the sanding operation.

+ Do not apply excessive pressure or strike the backing pad
against the workpiece.

3. Safety information

+ Never exceed the maximum operating speed indicated
on the product label.

- Always wear appropriate personal protective equipment
(PPE), including gloves, hearing protection, respiratory
protection, and safety glasses.

« Improper use may result in serious injury.
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Random
Orbital Sander

D= 150 mm
T= 16 mm
H= 7.9 mm-24

4. Handling

« Initial inspection should be performed while the product is
in its original packaging. If there is visible evidence of
damage, the product should not be accepted.

- Handle the backing pad carefully to prevent impacts or
drops that could reduce its service life.

5. Storage

- Store the backing pad at least 10 cm (4 in) above floor level,
away from damp, cold, or hot surfaces and from any type of
fluid.

6. Packaging units

- 1 piece.
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